ENFORLCER

Access
1200 Ih. (545 kg) Electromagnetic Lock

Model: E-9415A-1200

600 Ib. (272 kg) Electromagnetic Lock

Model: E-9415A-600
FEATURES:
¢ Anodized aluminum housing (US 28).

e Dual voltage: 12 or 24 VDC (selectable).

® No residual magnetism.

® Detachable faceplate.

e Adjustable mounting bracket.

e MOV surge protection.

@ Complete mounting hardware included.

@ “|" brackets and “Z" brackets available
for easy mounting.
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SPECIFICATIONS:

€S

E-9415A-1200

E-241SA-600

Operating Voliage

12 or 24VDC

Holding Force

1200-1b. (545kg)

| 600-Ib. (272kg)/d.

Current Draw

500mA/12VDC, 250mA/24VDC

Voltage Tolerance

250mA/24V £10%

Temperature 14°~131° F {-10°~55° C}
Weight [Approx.) 11lbs. {5kg) | 4 lbs. 6 oz. [2kg)
ACCESSORIES:
"7" Brackets (Adjustable) "I" Brackets
L Bracket
Eleckromagnet
Armalure
'I'anlurl

4— Inswinging Door

-
Bracket

Plate Spacers

Plate
| Spacer®

* Note: moy require more

than ore platz spocar.

“U" Brackets

'L’ Bracket

ES415A_600_1200_ 040104 pmd
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